ChinaBestProducts.com

	Image
	[image: image1.png]





	Water tank volume
	100L
	200L
	300L 
	500L

	Supper-conduction heat module (Set)
	manifold φ47-1500-15
	manifold φ47-1500-30PCS
	manifold φ58-1800-30PCS
	manifold φ58-1800-25- 2PCS

	Total volume (CBM)
	0.5
	0.85
	1.3
	2

	Net weight (Kg)
	75
	145
	215
	355

	Gross weight (Kg)
	80
	150
	220
	360

	
	
	
	
	

	Q.T.Y per 20' HC
	56
	33
	22
	14

	Q.T.Y per 40' GP 
	120
	70
	46
	30

	Q.T.Y per 40' HC
	133
	78
	51
	33

	Composition of system
	Separable water tank

	
	Imported Wilo circle pump

	
	Intelligent controller

	
	Copper connector

	
	Release pressure valve

	
	Manifold heat module

	Inner tank temperature
	45 - 95℃

	Optional accessories
	Electric heater
	

	Free part
	5‰ of Vacuum pipe's Q.T.Y, silicon gaskets and spares.

	Warranty
	Vacuum pipe, Water tank, Frame
	3years

	
	Intelligent controller
	2years

	
	Electric heater
	6mo./2years

	
	If any part had quality problem within the warranty period, Seller shall provide new one's free for charge by vessel.

	
	


	Heat module specification
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	Heat pipe material
	High Boron Silicon 3.3 Glass plus copper tubes

	Absorptive
Coating
Performance
	Structure
	Copper-steel Selective Absorption Coating

	
	Sediment Method
	Direct Reaction Splash Jetting

	
	Absorption Rate
	as 0.90-0.94

	
	Emission Rate
	∑h <= 0.075

	Vacuum ratio
	P<=5×10-3(Pa)

	Anti-freezing
	>=-30℃

	Anti-hail
	Diameter<=35mm

	Anti-wind
	<=30 m/s

	Solarization parameter for 
empty vacuum tube
	> 250M2C/KW

	
	

	Solar auxiliary energy with immersed solarization
	< 2.8MJ/M2

	
	

	Average heat loss coefficient
	ULT <0.6w (m2)

	Usage life
	10 Years


	Water tank specification

	Inner tank
	Material
	Crystal inner tank

	
	Thickness
	2.4mm

	Heat insulation layer
	50-60 mm polyurethane integral foaming

	Outer tank
	Material
	Pearlescent plate

	
	Thickness
	0.5mm
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